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ankerni vijak M24

podbeton C8/10

čelična cev Ø 108 / 3,6 x 557

matica M24, 2x sa podloškom

podložna ploča 15 x 350 x 350

ankerni vijak  24 x 88,2
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KANDELABAR SA SEMAFORSKIM UREĐAJEM - KONZOLA   R=1:80
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svetiljka za dodatno osvetljenje

STREET LAMP WITH TRAFFIC LIGHT DEVICE - CONSOLE   Scale 1:80

two-sided illuminated sign "pedestrian"

two-sided alternating lamp

light for additional illumination
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carriageway - pedestrial crossing

covered with asphalt after installation

ground

M24 anchor bolt

base concrete C8/10

R=1:40

M24 nut, 2x with washer

base plate 15 x 350 x 350

anchor bolts welded

anchor bolt 24 x 88.2

ANCHOR BOLT    Scale 1:20

base plate 15 x 350 x 350

dvostrani svetlosni znak "pešak"

armirani betonski temelj 1300 x 1300 x 1400 mm

ankerne vijke fiksno zavariti

steel pipe Ø 108 / 3.6 x 557

reinforced concrete base 1300 x 1300 x 1400 mm
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Detail drawing of illuminated traffic sign for pedestrians

Detalji svetlosnog saobraćajnog znaka za pešake


