
svi varovi su dvostruke

širine a=5mm/

dodatno armiranje

najm.  Ø16, e=250mm

rupe za zračenje svežeg betona/holes for ventilation of concrete Ø10mm, e=250mm
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M24

M30

M27

M16

M20

250 Nm

800 Nm

1250 Nm

1650 Nm

450 Nm

2

M12 100 Nm

X

Z max D max H max Z D H

[kN] [kN] [kN] [kN] [kN] [kN]

 = -0,30  = -0,30   = -1,00

24,5 164,5 42,0 8,7 56,0 14,6

60,6 200,6 20,8 68,1

121,8 261,8 41,4 88,8

151,1 291,1 51,3 98,6

242,4 382,4 82,1 129,4

261,5 401,5 88,5 135,8

dokaz nosivosti/proof of

42,0

42,0

42,0

42,0
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14,6

14,6
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30-90

91-140
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310-445
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carrying capacity

(uklj./inc.  = 1,4)

broj

efektivnih

sidra/
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effecting

anchor

loops

[ Stk. ] [ mm ] [ mm ]

širina uticaja

horizontalnih

sila/

influence

width

of

horizontal

forces

3

3

3
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1140 1220

1160 1130

1170 1210

1180 1250

1220 1250

1260 1270

(koristno opterečenje/

traffic load)

from - to

temperature and gap width "S" from the

set the accurate mesurments of site

"S" iz tabele za pejedinu konstrukciju/

postavite tačne mere temperature i otvara

ugradna temperatura/: 

25°

15°

l/°C*

20°

podešavanje vrednosti "S"/

10°

5°

°C

0°

Lokacija/Position

pre-setting values "S"

temperature of instalation: 

table for the specified construction

 mm

 °C

Pažnja: Videti i potrebne otvore u tabeli!

Caution: Please see the needed wide recess in the table!

Češljaste konzolne dilatacije prema RVS 15.04.51 i ETAG032-6

Finger cantilever expansion joints according to RVS 15.04.51 and ETAG032-6

Cross-section on carriage-way

all measurments are in average

opening for concreting Ø80mm, e=250mm

ulivanje na gradilištu

poured on site

lenght of fingers)

additional reintforcement

min.  Ø16, e=250mm

all weldings are double

width a=5mm
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500 - kolovoz/deck

500 - krajni oslonac/abutment

Poprečni prerez na trotoaru/

Cross-section on footway

sve mere su prosečne/

all measurments are in average

non-slip cover plate

on-site grouting

dodatno armiranje

najm.  Ø16, e=250mm

additional reintforcement

min.  Ø16, e=250mm
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